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PRODUCT IMAGES

HLPx13/2IP

PRODUCT INFORMATION
Part Number
Part Number Note
Product Dimensions
Sockets

HLPx13/2IP, HLPx10/2IP
x = length of cable in metres
Height 312mm x Width 256mm x Depth 160mm
2x IP rated weatherproof sockets

TECHNICAL SPECIFICATIONS
Standard(s)

Maximum Load (Wound)
Maximum Load (Unwound)

IP Rating     

This product is certified to applicable British safety standards
BS EN 61242
720 Watts, 240 Volts
13A: 3120 Watts, 240 Volts
10A: 2400 Watts, 240 Volts
IP54

IF IN DOUBT CONSULT A QUALIFIED ELECTRICIAN

FEATURES
• Convenient and safe temporary outdoor power source, ideal for use with DIY tools or garden equipment
• Two dust and splash-proof (IP54 rated) sockets for connecting equipment
• Handle allows easy transportation
• 13A fused plug
• Thermal cut-out prevents risk of fire due to temperature rise caused by power overload
• Manufactured to BS EN 61242

OUTDOOR
weatherproof case reel

SAFETY WARNING

PLEASE READ CAREFULLY AND USE IN ACCORDANCE WITH OUR SAFETY INSTRUCTIONS BELOW
Uncoil the flex fully before use
Position the cable carefully to avoid accidents
Occasionally inspect the cable insulation for damage
Check socket before use for signs of water ingress
Use insulating tape for repairs to damaged flex
Allow heavy tools to hang unsupported on the flex or from the socket
Remove the plug and wire directly to a mains supply
Leave the unit unattended when risk of exposure to moisture
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LINE DIAGRAMS

POWER designed with outdoor activities in mind, this range provides 
safe power solutions for garden and light DIY use


